THE COVER OF CRADLE

  Make a chain the length which you wish to give has your cover, by counting

that it will shorten few centimetres by the work which you will make then

above.

  This made, prick in the 5 mesh and made a bar (1 and 2) Faites three other

bars similar in the three following mesh of chain, which will make a group of

four bars (3); make a mesh in the air, pass a mesh of chain and start again a

group of 4 bars and always thus 1 mesh in the air, 4 bars, until the end of

the chain.

  This first rank finishes, makes 4 meshs in the air and turns the work (4)

  Prick one half-bar in space remains empty between two groups of 4 bars (5),

4 meshs in the air a half-bar, and so on over the entire length of this last

row.

  Turn the work, 4 meshs in the air, a bar in the last mesh of the preceding

row, 3 other bars, 1 mesh in the air, 4 bars, 1 mesh in the air and so on (6)

i.e. this third rank is, in all, similar to the first.

  When you obtained the length which you wanted to give to the cover -- here

it comprises 11 groups of bars into broad and. 13 longitudinally -- you make,

around, one (pass-ribbon) in the following way: 2 meshs in the air, 1 bar and

so on (7).

  All around the cover, runs in festoon which can ctre makes in different

nuance, in silk cordonnet or out of cotton schreiners.  In this case, one will

choose, for this edge, the same nuance that for the lining while the ribbon

will remain colour of the cover.  The tooth includes/understands the width of

two holes of the pass-ribbon (8). Each tooth is formee of seven points.

  The 1 is a half-bar (as in 5).

  The 2 is a bar (as in 1 and 2).

  The 3 is still a bar.

  The 4 is a double bar which are made as follows: to throw the wire on the

hook, to prick in the mesh, to pass the wire through this mesh; one has, then,

three loops on the hook; to throw the wire on the hook, to pass it through two

loops, to throw, again, the wire on the hook and to pass it through the two

last loops.

  The 5 is a bar (as in 1 and 2).

  6 still a bar.

  7 a half-bar (as in 5).

  In the row spares for this purpose, one passes four ribbons which tie two A

two to the four corners of converture.

  One can double this one of a light lawn or a small clear silk.

My Translation:

Chain 57 DC in 5th chain, DC in next 3 ch, Chain 1 "DC in nest 4 ch, chain 1"

repeat to end of row.  Should have 11 sets of 4 DC.  Turn

Chain 5, sc in chain 1, "Chain 4, sc in chain 1" repeat across. Turn

Repeat until 13 rows of sets of DC's.  Do not turn.

Chain 5 DC in Corner,  "chain 2, DC in 3rd stitch over" repeat all around

cover. In corners put in 2DC, chain 2, 2DC. Join. Do not turn.

Shell row - Work shell of 1 hdc, 2 dc, 1 tr, 2dc, 1 hdc  over chain 2, dc,

chain 2.  Go all around . work full shell in each corner as you go around.

Run 4 lengths of ribbon through lattice work and tie in bows in corners.

